
MB500GX Ceiling Tile Mount UV Air Purifier

The MB500GX Recessed Ceiling Mount UV Air Purifier is an innovative design
for office, school and institutional facilities. The MB500GX’s space saving 24"x
24” self-contained design, easily installs in the opening of a suspended ceiling.

The MB500GX uses the Sanuvox patented process to move air parallel to the
UV Lamp in a reflective Aluminum Reaction Chamber, and mix the purified
air around the Lamp. The MB500GX will effectively destroy chemical and
biological contaminants that effect the work place environment.

Extremely quiet and the ability to purify an area of up to 500 square feet
(per unit), makes this air purifier the ideal solution for the problems
associated with Sick Building Syndrome.

STAND-ALONE AND OR DUCTED MODELS

MB500GX INSTALLED

MB500GX OPENED

MB500GX

- Ideal for offices, break-rooms, doctor’s offices, waiting rooms, schools, daycare centers, call
centers, etc.

- Destroys biological contaminants such as mold, bacteria, viruses, germs, allergens 

- Destroys chemicals & biological odors 

- 10,000 microwatts per/cm2 of UV intensity inside UV Reaction Chamber

- Patented 19mm Pure Fused Quartz UVC/UVV Lamp

- Aluminum Reaction Chamber maximizes UV intensity 

- High-Output Ballast

- Patented Design & Sanuvox Quality

- Warranty: Lamp 12,000 hours. Unit 2 years

- CSA C/ US Certified & CE Approved

IDEAL FOR

FEATURES

- Ideal for offices, break-rooms, doctor’s offices, waiting rooms, schools, daycare centers, etc..
13 Technical Specifications on page 26-27




